


: www.carod.es Site Web

* carod@carod.es Customer attention

* export@carod.es Sales customer attention

* satcarod@carod.es Technical service 

( 976 140 800 Customer attention phone

7 976 140 888 FAX

( 628 153 467 Whatsapp technical service

+ 10-50430 Postal box

La factoria en Muel dispone de una superficie de 22.000 m2 que cuenta con las mas modernas instalaciones industriales para el desarrollo de un proceso productivo 
tecnológicamente avanzado en el que la fabricación, el control de la calidad, la logística y la I+D+I estan completamente integrados.

Our factory located in Muel Zaragoza with an area of   22,000 m2 is equipped with modern industrial facilities for the development of a technologically 
advanced production process whose manufacturing, quality control, logistics and I + D + I are completely integrated.

CAROD  Industries is  a spanish company with more than 50 years producing machinery for industry,  agriculture and construction.
Specialized in applications of diesel and gasoline for: generators, high pressure cleaners, compressors, and engine pumps.

Our philosophy is to manufacture machinery with competitive quality/price ratio, functional, economic and adapted to the needs of our customers.

Our technical service will help you to maintain a high level 
of productivity, carrying out the maintenance, preventive 
measures required, and advising you when you need it. 

The after-sales service guarantees your investment. From 
the telephone attention, to the displacement to your 
workplace with repairs and installations “insitu” always 
with the intention of offering and guaranteeing our repair, 
update or maintenance work.

In export markets the after sales service will   be handled 
mainly by an official distributor of Carod products.

Our technical service will help you to maintain a high level 
of productivity, carrying out the maintenance, preventive 
measures required, and advising you when you need it. 

*The after-sales service guarantees your investment. 
From the telephone attention, to the displacement to your 
workplace with repairs and installations “insitu” always 
with the intention of offering and guaranteeing our repair, 
update or maintenance work.

* In export markets the after sales service will   be handled 
mainly by an official distributor of Carod products.

The spare parts and logistics division will assist you in
Selection of parts, or items you need to repair or equip 
your machines.

We can offer you from parts filters, valves, fasteners,
Up Turbo chargers, or full engines if necessary.

We have a large stock of spare part originals with the 
maximum guarantee and reliability, organized by a mo-
dern robotic management system.

Every day thousands of machines Carod are running  around the world in industry, agriculture or services,  
and that momentum is also one of the reasons of our success.

VERY IMPORTANT:  

Due to the continuous variation of prices from our suppliers, we are not able to set a long-term tariff.
In order to ensure the best price for our products, we have decided to transfer the prices of this tariff on our website. 

On each page you will find a QR CODE or a PDF link, with which you can access the updated prices and the requested page.
To access this function, you must enter your NIF / CIF / VAT number and the customer CODE.
If you are not a customer, please send us a request to open a customers account for you and be able to consult our updated prices.
At the end of this rate you will find more information about our “Online tariff” mode.

CAROD 
Polígono Industrial Pitarco II, Parc. Nº 23
50450 - Muel  ( Zaragoza )
Spain
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4 MOTORPUMPS

INCLUDED: FRAME+PIPE FITTINGS+CLAMPS+FILTER

SELFPRIMINGPETROL

SELFPRIMING FLOW PUMP 
SUMPOWER

PUMP  
KOSHIN

ENGINE HP HOSE WEIGHT DIMENSIONS MODEL CODE MODEL CODE

GX-120 4 Ø 50-2" 23 465x350x385 BH-2X 95210

GX-160 5,5 Ø 50-2" 23 490x360x400 BHC-2X 95261

GX-160 5,5 Ø 75-3" 33 500x369x443 BHC-3X 95262 BH-3X 95220

GX-270 9 Ø 100-4" 59 670x477x670 BHC-4X 95264

SELFPRIMING PRESSURE MODEL CODE MODEL CODE

GX-160 5,5 Ø 50-2" 33 500x368x443 BH-2PX 95230

GX-200 6,5 Ø 2,5"-2" 33 515x385x425 BHS-
2AP-2T 95263010

GX-240 8 Ø 2,5-2" 45 548x462x503 BH-3PX 95232

SELFPRIMING SEWAGE WATER MODEL CODE MODEL CODE Particles size

GX-160 5,5 Ø 50-2" 50 626x468x494 BH-5KR 95235 20 mm

GX-240 8 Ø 75-3" 62 691x486x556 BH-8KR 95237 27 mm

SELFPRIMING FLOW PUMP  
SUMPOWER

ENGINE HP HOSE WEIGHT DIMENSIONS MODEL CODE

SPE-100 2,5 Ø 25-1" 12 450x325x380 SGP-30 970115

SPE-160 5,5 Ø 50-2" 23 490x360x400 SGP-50 970120

SPE-160 5,5 Ø 75-3" 33 500x369x443 SGP-80 970124

SPE-270 9 Ø 100-4" 59 670x477x670 SGP-100 970127

SELFPRIMING PRESSURE MODEL CODE

SPE-200 6,5 Ø 50-2" 33 500x369x443 SGP-40P 970140

SELFPRIMING SEWAGE WATER MODEL CODE Particles size

SPE-200 6,5 Ø 75-3" 34 500x369x443 SGP-80AS 970134 27 mm

SELFPRIMING FLOW PUMP KOHLER

ENGINE HP HOSE WEIGHT DIMENSIONS MODEL CODE

SH-265 6,5 Ø 50-2" 23 500x450x500 BKC-2X 95210K

SH-265 6,5 Ø 75-3" 33 500x450x500 BKC-3X 95220K

CH-395 9,5 Ø 100-4" 55 500x450x500 BKC-4X 95225K

SELFPRIMING PRESSURE MODEL CODE

SH-265 6,5 Ø 50-2" 33 500x450x500 BKC-2PX 95230K

SELFPRIMING SEWAGE WATER MODEL CODE Particles size

SH-265 6,5 Ø 50-2” 51 626x468x494 BK-5KR 95235K 20 mm

CH-395 9,5 Ø 75-3” 64 691x486x556 BK-8KR 95237K 27 mm

CH-270 7 Ø 100-4” 50 500x450x500 BK-10KR 95235010K 27 mm

INCLUDED: FRAME+PIPE FITTINGS+CLAMPS+FILTER

INCLUDED: FRAME+PIPE FITTINGS+CLAMPS+FILTER

BH-2PX

SGP-80

BKC-2X

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=4&c=MB2022&i=I


5MOTORPUMPS

SELFPRIMING FERTILISERS PUMP KOSHIN

ENGINE HP HOSE WEIGHT DIMENSIONS MODEL CODE

GX-120 4 Ø 50-2" 21 465x360x385 BHAL-3 95250

GX-160 5,5 Ø 75-3" 26 490x360x400 BHAL-4 95260

SELFPRIMING LIMY / CORROSIVE WATER MODEL CODE

GX-120 4 Ø 50-2" 21 490x398x418 BHG-5 95228

CODE DESCRIPTION

996146 KIT SEPARATOR ENGINE-PUMP

BHG-5 BHAL-4

INCLUDED FRAME AND PIPE FITTINGS

SELFPRIMING MARINES, INOX MODEL CODE

GX-160 5,5 Ø 50-2” 23 490x360x400 BHM-50I 95276

INCLUDED: FRAME - NOT INCLUDED: CLAMPS, PIPE FITTING AND FILTER

SELFPRIMING PETROL

HIGH PRESSION 2 TURBINES MANUAL
START

ELECTRIC
START

MODEL ENGINE HP HOSE L/H Alt CODE CODE

BHAP-23D 30/6 GX-160 5,5 1 ¼” - 1” 14500 85 95320

BHAP-2RD 50/9 GX-270 9 1 ½” - 1 ¼” 15500 120 95231

BHAP-23D 50/9 GX-270 AE 9 1 ½” - 1 ¼” 15500 120 95322

BHAP-2RD 50/13 GX-390 13 1 ½” - 1 ¼” 16500 155 95323

BHAP-2RD 50/13 GX-390 AE 13 1 ½” - 1 ¼” 16500 155 95324

HIGH PRESSION 2 TURBINES MANUAL
START

ELECTRIC
START

MODEL ENGINE HP HOSE L/H Alt CODE CODE

BKAP-2RD 30/6 SH-265 6,5 1 ¼”-1” 14500 85 95320K

BKAP-2RD 50/9 CH-395 9,5 1 ½” - 1 ¼” 15500 20 95321K

BKAPE2-2RD 50/9 CH-395 AE 9,5 1 ½” - 1 ¼” 15500 20 95322K

BKAPE-2RD 50/13 CH-440 14 1 ½” - 1 ¼” 16500 155 95323K

BKAPE-2RD 50/13 CH-440 AE 14 1 ½” - 1 ¼” 16500 155 95324K

NOT INCLUDED: FRAME, CLAMPS, PIPE FITTING AND FILTER

NOT INCLUDED: FRAME, CLAMPS, PIPE FITTING AND FILTER

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=5&c=MB2022&i=I


6 MOTORPUMPS

FLOW - SELFPRIMING - DIESEL MANUAL
START

ELECTRIC
START

MODEL ENGINE HP TANK HOSE WEIGHT DIMENS. mm CODE CODE

B-350-AU 15LD350 7,6 5 3"-Ø 75 500x500x500 95350 95351

B-440-AU 15LD440 11 5 4"-Ø 100 500x500x500 95360

HIGH PRESSURE CODE CODE

B-350-AUP 15LD350 7,6 5 2"-Ø 50 500x500x500 95345 95346

B-440-AUP 15LD440 11 5 3"-Ø 75 500x500x500 95348

SEWAGE WATER CODE CODE

B-350-TH 15LD350 7,6 5 2"-Ø 50 500x500x500 95392 95393

B-350-TH80 15LD350 7,6 5 3"-Ø 75 500x500x500 95394 95395

B-440-TH 15LD440 11 5 4"-Ø 100 500x500x500 95397

MARINES CODE CODE

B-350AU-I 15LD-350 7,6 5 2”xØ 50 500x500x500 95330 95331

B-350 AVI-IB-350-TH80L-2 RD-30

NOT INCLUDED: FRAME, CLAMPS, PIPE FITTING AND FILTER

HIGH PRESSURE 2 TURBINES MANUAL
START

ELECTRIC
START

MODEL ENGINE HP HOSE L/H Alt CODE CODE

BLD-2RD-30 15LD-350 7,6 1 ¼”-1” 14000 85 95305

BLD-2RD-30 15LD-350 AE 7,6 1 ½” - 1 ¼” 14000 85 95306

BLD-2RD-50/9 15LD-440 AE 11 1 ½” - 1 ¼” 15000 120 95308

BLD-2RD-50/13 15LD-440AE 11 1 ½” - 1 ¼” 15000 130 95310

SELFPRIMINGDIESEL

Access to Online Prices

https://carod.es/tarifas/login.php?p=5&c=MB2022
https://carod.es/tarifas/login.php?p=6&c=MB2022&i=I


7MOTORPUMPS

CURVES HEAD (Meters)
KOSHIN SUMPOWER SUMEC KOHLER RPM 0 5 10 15 20 25 30 40 50 60 70 80

SGP-30 3.600 40 21 1

M
3 / H

BH-2X BHC-2X SGP-50 BKC-2X 3.600 36 32 28 24 19 12

BH-3X BHC-3X SGP-80 BKC-3X 3.600 66 60 54 37 19 6

BH-4X BHC-4X SGP-100 BKC-4X 100 95 85 73 62 45 28

BHC-2PX SGP-50P BKC-2PX 3.600 30 28 25 22 19 16 13 10 9 7

BH-2PX 3.600 26 25 24 22 21 19 16,2 12 6

BH-3PX 3.600 33,5 33 30 28 27 24 22,5 18 12

BM-2PX 3.600 30 28 27 25 24 22 19,5 16,8 12 9 6 3

BH-5KR BK-5KR 3.400 42 36 27 30 24 12

BH-8KR SGP-80AS BK-8KR 3.400 78 73 69 60 45 20

BH-13KR 3.400 96 87 72 60 30

BHM-50I 3.600 33 30 26 22 17 14 5

CURVES HEAD (Meters)
MODEL RPM 0 2 5 10 15 20 25 30 35 40 45 50 55 60

B-350-AU 3.000 50 46 40 21 8

M
3 / H

B-440-AU 3.000 75 72 63 50 25 2

B-350-AUP 2.850 28 21 17 13 7

B-440-AUP 3.000 40 39 38 34 28 8

B-350-AUI 2.450 30 28 26,5 26 24 22 20 17,5 15 10

B-350-TH 3.400 27 26 25 22 19 14 6

B-350-TH80 3.400 25 25 24 23 22 21,5 20 16 5

B-440-TH 3.400

B-350AU-I 2.850 38 36 34 32 30 29 26 23 20 15 10

B-440AU-I 3.000 45 42 39,5 36,5 33 30 28 25 22 15,5 10

CURVES

CURVES Hose HEAD (Meters)
MODEL ENGINE HP In Out RPM 40 45 50 55 60 65 70 75 80 85

2RD-30/6 GX-160 5,5 1-¼ 1 3.200 13000 11500 11000 10000 8000 6000 3000 1000

M
3 / H2RD-30/6 GX-160 5,5 1-¼ 1 3.600 14500 14000 12500 12000 11000 10500 9000 7500 3000 1000

CURVES Hose HEAD (Meters)
MODEL ENGINE HP In Out RPM 10 60 70 80 90 100 120 130 140 155

2RD-50/9 GX-270 9 1-½” 1-¼ 3.200 15000 11000 9500 8000 4500 1500 M
3 / H

2RD-50/9 GX-270 9 1-½” 1-¼ 3.600 15500 11000 10000 8500 6500 4000 1000
2RD-50/13 GX-390 13 1-½” 1-¼ 3.200 15000 11000 10500 10000 8000 8000 6000 1000
2RD-50/13 GX-390 13 1-½” 1-¼ 3.600 16500 12500 12000 11500 11500 11000 10500 8000 4500 1000

CURVES DIESEL Hose HEAD (Meters)
MODEL ENGINE HP In Out RPM 40 45 50 55 60 65 70 75 80 85

2RD-30/6 15 LD-350 7 1-¼ 1 3.200 11500 11000 10000 8000 6000 3000 1000

M
3 / H2RD-30/6 15 LD-350 7 1-¼ 1 3.400 14500 14000 12500 12000 11000 10500 9000 7500 3000 1000

CURVES DIESEL Hose HEAD (Meters)
MODEL ENGINE HP In Out RPM 0 60 70 80 90 100 110 115 120 125 130

2RD-50/9 15 LD-350 7 1-½” 1-¼ 3.000 14000 7000 5000 2000 500 M
3 / H

2RD-50/9 15 LD-350 7 1-½” 1-¼ 3.400 15000 10000 8500 7000 4500 3000 2000 1000 500
2RD-50/13 15 LD-440 10 1-½” 1-¼ 3.000 14000 10000 8000 4500 1000

2RD-50/13 15 LD-440 10 1-½” 1-¼ 3.400 15000 15000 8500 7000 5000 4000 2500 2000 1500 1300 1000



8 MOTORPUMPS

MANUAL
START

ELECTRIC
START

MODEL M3/H HEAD
Mtrs ENGINE HP TANK

(L) INLET OUTLET WEIGHT
(Kg) CODE CODE

B-350-BP 64 20 15LD350 7,6 5 3"-Ø75 3"-Ø75 45 95361 95362

B-440-BP 120 20 15LD440 11 5 DN-100 DN-100 62 N.A. 95364

B-510-BP 150 35 3LD510 13 5,3 DN-100 DN-100 64 N.A. 95371

B-640-BP 210 25 4LD640 14,3 7,2 DN-100 DN-100 156 N.A. 96501030

B-820-BP 220 25 4LD820 16,3 7,2 DN-125 DN-125 156 N.A. 95373

B-625-BP 330 45 9LD625,2 28 10 DN-150 DN-150 162 N.A. 95376

B-625-BPRO 330 45 9LD625,2 28 10 DN-150 DN-150 175 With bearings 95377

B-440-MP 58 40 15LD440 11 5 2" 1/2 2" 1/2 72 N.A. 96501516

B-510-MP 68 40 3LD510 13 5,3 DN-80 2" 1/2 126 N.A. 96501525

B-640-MP 95 40 4LD640 14,3 7,2 DN-100 DN-80 152 N.A. 96501530

B-820-MP 110 40 4LD820 16,3 7,2 DN-100 DN-80 159 N.A. 96501535

B-625-MP 133 50 9LD625,2 28 10 DN-100 DN-80 156 N.A. 96501540

B-350-AP 25 50 15LD350 7,6 5 2"-H 1" 1/2-H 50 95381 95382

B-510-AP 36 50 3LD510 13 5,3 2" 1/2-H 2"-H 70 N.A. 96502020

B-440-AP 48 40 15LD440 11 5 2" 1/2-H 2" 65 95383 95384

B-510-AP02 45 60 3LD510 13 5,3 2" 1/2-H 2" 65 N.A. 953841

B-510-AP01 50 60 3LD510 13 5,3 Ø100mm Ø75mm 12 N.A. 96502021

B-640-AP 51 60 4LD640 14,3 7,2 DN-65 DN-50 156 N.A. 96502025

B-640-AP01 58 70 4LD640 14,3 7,2 Ø100mm Ø100mm 160 N.A. 96502023

B-820-AP 68 60 4LD820 16,3 7,2 DN-65 DN-50 165 N.A. 96502030

B-820-AP01 77 60 4LD820 16,3 7,2 Ø100mm Ø100mm 175 N.A. 96502029

B-820-AP02 83 50 4LD820 16,3 7,2 DN-65 DN-65 175 N.A. 95386

B-625,2-AP 90 80 9LD625,2 28 10 DN-65 DN-50 170 N.A. 96502035

B-625,2-AP01 90 60 9LD625,2 28 10 DN-65 DN-65 185 N.A. 95388

B-625,2-AP01-R 90 60 9LD625,2 28 10 DN-65 DN-65 190 With bearings 95389

B-625,2-AP03 77 110 9LD625,2 28 10 DN-80 DN-65 170 N.A. 96502535

B-626,3-AP 100 120 11LD626,3 41 11 DN-80 DN-65 256 N.A. 96502540

B-626,3-AP01 135 80 11LD626,3 41 15 DN-100 DN-80 270 N.A. 96502545

B-440-AP01 13 110 15LD440 11 5 1" 1/2-H 1" 1/4-H 65 N.A. 96502580

B-626,3-AP02 76 150 11LD626,3 41 15 DN-80 DN-65 280 N.A. 96502590

OPTIONS ON PAGES 24 - 25

ASSEMBLED MONOBLOCK ENGINE+PUMP
ENGINE OIL CONTROL PANEL WITH KEY START,MANUAL STOP
LIGHT SIGNALS: OIL PRESSURE DEFECT AND BATTERY CHARGE

DIESEL

N.A.   Not Available

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=8&c=MB2022&i=I


9MOTORPUMPS

CURVES HEAD (Meters)
MODEL RPM 2 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 90 100 110 120

B-350-BP 3000 61 60 50 29

M
3 / H

B-440-BP 3000 120 110 100 60 40

B-510-BP 2450 149 131 119 112 97

“ 3000 150 141 128 126 124 119 112 80

B-640-BP 3000 160 140 110 70

B-820-BP 2100 185 148 83

“ 2450 215 198 174 100

“ 3000 220 209 195 170 100

B-625,2 2450 330 310 300 270 240 189 92

3000 325 316 310 300 285 242 181

B-440-MP 3000 52 45 36 26

B-510-MP 3000 72 68 58 54 44 30

B-640-MP 3000 91 80 66 52 40

B-820-MP 3000 102 102 90 75 50

B-820-MP01 3000 166 160 150 138 115 75 15

B-625,2-MP 3000 130 128 118 108 99 50

B-350-AP 3000 25 23 20 16 13 8 5

“ 3500 26 25 24 23 19 9 3 1

B-450-AP 3000 42 37 31 37 23 20

B-510-AP 2400 35 33 32 29 25

“ 2800 51 50 48 43 38 32

“ 3000 52 50 45 40 35 28

B-440-AP 3000 48 42 32 20 10

“ 3500 39 30 28 22 2

B-510-AP02 2100 35 25 26

“ 2450 45 38 30 27 23 18

“ 3000 42 40 37 35 29 28 24

B-510-AP01 3000 53 50 47 44 40 35 33 22 10

B-640-AP 2600 45 41 38 32 30 10

“ 3000 54 50 46 42 38 34 25 21 16 10

B-640-AP01 3000 60 58 56 53 50 48 43 33 29 22 10

B-820-AP 2600 68 62 58 53 50 43 10

“ 3000 72 66 63 60 52 50 41 35 31 10

B-820-AP01 77 74 70 65 59 52 32

B-820-AP02 2100 76 70 64 57 30

“ 2450 83 82 78 74 65 50 30

“ 3000 80 75 71 65 59 52 42 28

B-625,2-AP 2400 60 48 20

“ 2600 70 62 30

“ 3000 82 82 78 70 62 52 10

B-625,2-AP01 2100 77 74 70 66 52 39

“ 2450 90 86 82 80 72 60 42 10

“ 3000 84 72 65 56 48 40 10

B-625,2-AP03 2600 60 58 53 52 50 41

“ 3000 72 71 68 63 62 59 56 51 48 41 36

B-626,3-AP 2600 85 84 81 77 70 45

“ 3000 96 94 91 89 85 79 74 68 55

B-626,3-AP01 2300 135 125 110 102 90 81 72 24

“ 3000 125 120 115 115 110 90 85 65 50

B-626,3-AP02 2800 76 74 70 65 60 55 50 46

B-820-BP  OPTION ON SKID B-625,2-MP  OPTION ON SKID B-625-AP  OPTION ON SKID

- MAXIMUM PERFORMANCE MOTORPUMPS
- DO NOT USE THE MAXIMUM PERFORMANCE POINT AS RHYTHM OF WORK

*IN CASE OF DOUBT CONSULT CAROD

CURVES



10 MOTORPUMPS

R.P.M. IN OUT CODE

2300 80 65 BC-640-MP05

2600 100 80 BC-640-MP10

3000 100 80 BC-640-MP12

2000 65 50  *BR-820-MP02

2000 80 65  *BR-820-AP09

2000 80 65  *BR-820-MP09

2000 80 65  *BR-820-AP15

2000 95 20  *BR-820-MP15

2000 100 80  *BR-820-BP05

2300 100 80  *BR-820-BP10

2300 65 50  *BR-820-AP05

2300 65 50  *BR-820-AP20

2300 80 65  *BR-820-AP25

2300 80 65  *BR-820-AP30

2600 65 50  *BR-820-AP35

2600 65 50  *BR-820-AP40

2600 80 65  *BR-820-AP44

2600 80 65  *BR-820-MP20

2600 100 80  *BR-820-MP24

DIESEL

ENGINE Num
Cylinders H.P TANK

(L)

BR-640 1 14,3 7,2

BR-820 1 16,3 7,2

BR-625 2 28 10

BR-626 3 41 15

OPTIONS ON PAGES 24 - 25

ASSEMBLED MONOBLOCK ENGINE+PUMP
ENGINE OIL CONTROL PANEL WITH KEY START,MANUAL STOP
LIGHT SIGNALS: OIL PRESSURE DEFECT AND BATTERY CHARGE

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=10&c=MB2022&i=I


11MOTORPUMPS

- MAXIMUM PERFORMANCE MOTORPUMPS
- DO NOT USE THE MAXIMUM PERFORMANCE POINT AS RHYTHM OF WORK
*IN CASE OF DOUBT CONSULT CAROD

BC-625-MP20
OPTION ON SKID

R.P.M. IN OUT CODE

2000 65 50 BC-625-AP10

2000 80 65 *BR-625-AP15

2000 80 65 BC-625-AP20

2000 100 80 BC-625-BP05

2300 65 50 BC-625-AP25

2300 80 65 BC-625-AP30

2300 80 65 *BR-625-AP35

2300 100 80 BC-625-MP05

2600 65 50 BC-625-AP40

2600 80 65 BC-625-MP10

3000 80 65 BC-625-AP50

3000 100 80 BC-625-MP20

2300 100 80 *BR-626-AP05

2600 100 80 *BR-626-AP10

DIESEL

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=11&c=MB2022&i=I


12 MOTORPUMPS

ENGINE + 
PUMP

ON SKID  
WITHOUT TANK

SKID  
WITH TANK

ENGINE R.P.M. HP Num
Cylind

Cylind.
c.c. L/h In Out CODE CODE CODE

KDI1903 2.000 35 3 1.861 6,7 150 125 *BKR-005-BP *BKR-005-BP/B *BKR-005-BP/D

KDI-1903 2.000 35 3 1.861 6,7 100 80 BKC-R-015-P BKC-R-015-P/B BKC-R-015-P/D

KDI-1903 2.000 35 3 1.861 6,7 100 80 BKC-R-020-P BKC-R-020-P/B BKC-R-020-P/D

KDI-1903 2.000 35 3 1.861 6,7 80 65 *BKR-010-AP *BKR-010-AP/B *BKR-010-AP/D

KDI-1903 2.000 35 3 1.861 6,7 80 65 *BKR-013-AP *BKR-013-AP/B *BKR-013-AP/D

KDI-1903 1.800 28 3 1.861 4,2 200 200 BKC-R-010-BP/L BKC-R-010-BP/LB BKC-R-010-BP/LD

KDI-1903 1.800 28 3 1.861 4,2 200 200 BKC-R-010-P/L BKC-R-010-P/LB BKC-R-010-P/LD

KDI-2504T 1.800 49 4 2.482 7,8 125 100 BKC-R-015-P/L BKC-R-015-P/LB BKC-R-015-P/LD

KDI-2504T 1.500 54 4 2.482 8,2 125 100 BKC-R-025-P/L BKC-R-025-P/LB BKC-R-025-P/LD

KDI-2504T 1.800 49 4 2.482 7,8 100 80 BKC-R-010-AP/L BKC-R-010-AP/LB BKC-R-010-AP/LD

KDI-2504T 1.500 54 4 2.482 8,2 150 125 BKC-R-030-P/L BKC-R-030-P/LB BKC-R-030-P/LD

COMMON EQUIPEMENTS:
Model BKC, BMC,BMXC R are equiped with :
Bearing bracket Elastic coupling Diesel engine with lliquids and industrial mu-
fler. Option Engine+pump: Monoblock Engine+pump Control panel according 
with each model Battery and wiring

OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster paint powder. 
Kit battery and wiring Fuel tank NOT included

OPTION WITH ON SKID WITH TANK:
Skid with intetgrated tank Tanks capacities: 80L for KOHLER series till KDI 
-2504,300L KDI-2405T & D229.4. 300L remaining models Fuel lever indicator 
and alarm
 
CONTROL PANEL MANUAL START ,KOHLER SERIES:
Manual start with Key contact, Hours counter, Engine stop for: Low oil 
pressure,High temperature, Battery charge faillure
As option Solenoid

EQUIPMENTS KOHLER - MWM

BKC-R-015-P/LD

DIESEL

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=12&c=MB2022&i=I


13MOTORPUMPS

ENGINE + PUMP ON SKID  
WITHOUT TANK

SKID 
 WITH TANK

ENGINE R.P.M. HP Num 
Cylind

Cylind.
c.c. L/h IN OUT CODE CODE CODE

D-229,3 1.800 50 3 2.940 6,9 200 200 BMC-R-010-BP/L BMC-R-010-BP/LB BMC-R-010-BP/LD

D-229,6 1.800 99 6 5.880 13,4 250 250 BMCR-R015-BP/L BMC-R-015-BP/LB BMC-R-015-BP/LD

4,8-P 1.800 94 4 4.800 13,9 250 250 BMXC-R-015-BP/L BMXC-R-015-BP/LB BMXC-R-015-BP/LD

D-229,3 1.800 50 3 2.940 6,9 100 80 BMC-R-015-P/L BMC-R-015-P/LB BMC-R-015-P/LD

D-229,3 1.500 41 3 2.940 5,1 125 100 BMC-R-025-P/L BMC-R-025-P/LB BMC-R-025-P/LD

D-229,3 1.800 50 3 2.940 6,9 100 80 BMC-010-AP/L BMC-010-AP/LB BMC-010-AP/LD

D-229,4 1.800 67 4 3.920 9,5 100 80 BMC-012-AP/L BMC-012-AP/LB BMC-012-AP/LD

D-229,4 1.800 67 4 3.920 9,5 125 100 BMC-R-028-P/L BMC-R-028-P/LB BMC-R-028-P/LD

D-229,4 1.500 54 4 3.920 7,8 150 125 BMC-R-030-P/L BMC-R-030-P/LB BMC-R-030-P/LD

D-229,6 1.800 99 6 5.880 13,4 100 80 BMC-020-AP/L BMC-020-AP/LB BMC-020-AP/LD

4,8-P 1.800 94 4 4.800 13,9 100 80 BMXC-020-AP/L BMXC-020-AP/LB BMXC-020-AP/LD

D-229,6 1.800 99 6 5.880 13,4 125 100 BMC-R-035-P/L BMC-R-035-P/LB BMC-R-035-P/LD

4,8-P 1.800 94 4 4.800 13,9 125 100 BMXC-R-035-P/L BMXC-R-035-P/LB BMXC-R-035-P/LD

D-229,6 1.800 99 6 5.880 13,4 150 125 BMC-R-040-P/L BMC-R-040-P/LB BMC-R-040-P/LD

4,8-P 1.800 94 4 4.800 13,9 150 125 BMXC-R-040-P/L BMXC-R-040-P/LB BMXC-R-040-P/LD

BMR-012-AP/LD

DIESEL

COMMON EQUIPEMENTS:
Model BKC, BMC,BMXC R are equiped with :
Bearing bracket Elastic coupling Diesel engine with lliquids and industrial mu-
fler. Option Engine+pump: Monoblock Engine+pump Control panel accord

OPTION ENGINE+PUMP: 
Monoblock Engine+pump Control panel according with each model Battery and 
wiring

OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster paint powder. 
Kit battery and wiring Fuel tank NOT included
  
OPTION WITH ON SKID WITH TANK:
Skid with intetgrated tank Tanks capacities: 80L for KOHLER series till KDI 
-2504,300L KDI-2405T & D229.4. 300L remaining models Fuel lever indicator 
and alarm 

CONTROL PANEL MANUAL START MWMD229.X SERIES:
Manual start with key contact, Hours counter,Temperature gauge meter, Ta-
chometer gauge Engine protection for: Low oil pressure,High temperature, Led 
indicator including Battery charge defects Push button Stop

AUTOMATIC CONTROL PANEL NANO SERIES 4.8 MWM-MAXXFORCE:
Automatic & manual start by contact.On Screen display parameters: r.p.m, oil 
pressure, temperature, battery charge, hours- counter ( as option Water pres-
sure ), Fuel level ( equipments with fuel tank) Engine protection for: Low oil 
pressure,High temperature, Led indicator including Battery charge defects, Low 
water pres- sure ( as option), Low Fuel level ( equipement with fuel tank), Low & 
High engine speed r.p.m. Emergency push button Stop.

EQUIPMENTS KOHLER - MWM

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=13&c=MB2022&i=I


14 MOTORPUMPS

ENGINE + 
PUMP

ON SKID  
WITHOUT TANK

SKID  
WITH TANK

ENGINE R.P.M. HP Refrig. Num
Cylind

Cylind.
c.c. L/h IN OUT CODE CODE CODE

F3L2011 2.000 39 AA 3 2.330 8 150 125 *BDR-R-005-BP *BDR-R-005-BP/B *BDR-R-005-BP/D

F2L2011 2.000 24 AA 2 1.550 5,5 100 80 BDLC-R-015-P BDLC-R-015-P/B BDLC-R-015-P/D

F3L2011 2.000 39 AA 3 2.330 8 100 80 BDLC-R-020-P BDLC-R-020-P/B BDLC-R-020-P/D

F2L2011 2.000 24 AA 2 1.550 5,5 80 65 *BDR-010-AP *BDR-010-AP/B *BDR-010-AP/D

F3L2011 2.000 39 AA 3 2.330 8 80 65 *BDR-013-AP *BDR-013-AP/B *BDR-013-AP/D

F3L2011 1.800 31 AA 3 2.330 4.6 200 200 BDLC-R-010-P/L BDLC-R-010-BP/LB BDLC-R-010-BP/LD

F3L912 1.800 45 A 3 3.230 4,8 200 200 BDC-R-010-BP/L BDC-R-010-BP/LB BDC-R-010-BP/LD

F6L912 1.800 94 A 6 6.470 13,6 250 250 BDC-R-015-BP/L BDC-R-015-BP/LB BDC-R-015-BP/LD

F2L2011 1.800 20 AA 2 1.550 3,3 100 80 BDLC-R-005-P/L BDLC-R-005-P/LB BDLC-R-005-P/LD

F2M2011 1.800 20 AO 2 1.550 3,3 100 80 BDMC-R-005-P/L BDMC-R-005-P/LB BDMC-R-005-P/LD

F3L2011 1.800 32 AA 3 2.330 4,6 100 80 BDLC-R-010-P/L BDLC-R-010-P/  LB BDLC-R-010-P/LD

F3M2011 1.800 32 AO 3 2.330 8 100 80 BDMC-R-010-P/L BDMC-R-010-P/LB BDMC-R-010-P/LD

F3L912 1.800 45 A 3 3.230 4,8 200 200 BDC-R-015-P/L BDC-R-015-P/LB BDC-R-015-P/LD

F4L2011 1.800 46 AA 4 3.100 5,9 125 100 BDLC-R-015-P/L BDLC-R-015-P/LB BDLC-R-015-P/LD

F4M2011 1.800 48 AO 4 3.100 6,3 125 100 BDMC-R-015-P/L BDMC-R-015-P/LB BDMC-R-015-P/LD

F3L912 1.500 38 A 3 3.230 5,4 125 100 BDC-R-025-P/L BDC-R-025-P/LB BDC-R-025-P/LD

F4L2011 1.500 39 AA 4 3.110 5,7 125 100 BDLC-R-025-P/L BDLC-R-025-P/LB BDLC-R-025-P/LD

F4M2011 1.500 46 AO 4 3.110 6,1 125 100 BDMC-R-025-P/L BDMC-R-025-P/LB BDMC-R-025-P/LD

F3L912 1.800 45 A 3 3.230 6,7 100 80 BDC-010-AP/L BDC-010-AP/LB BDC-010-AP/LD

F4L2011 1.800 46 AA 4 3.110 6,9 100 80 BDLC-010-AP/L BDLC-010-AP/LB BDLC-010-AP/LD

F4M2011 1.800 40 AO 4 3.110 6,3 100 80 BDMC-010-AP/L BDMC-010-AP/LB BDMC-010-AP/LD

MODEL BDC- BDLC-BDMC- R are equiped with :
Bearing support
Elastic coupling
Diesel engine with lliquids and industrial mufler.
Motorpumps at 1800 r.p.m must operate at this speed as maximum
 
OPTION ENGINE+PUMP:
Monoblock Engine+pump
Control panel according with each MODEL
Battery and wiring
 
OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster paint powder.
Kit battery and wiring
Fuel TANK NOT included
No incluye TANK de gasoil.

BDR-020-AP/LB

EQUIPMENT DEUTZ

OPTION WITH ON SKID WITH TANK:
Skid with intetgrated TANK
TANKs capacities: 80L for till F4L-M,300L F3/4L912 & BF4L-M2011.
375L remaining MODELs
Fuel lever indicator and alarm

CONTROL PANEL MANUAL START DEUTZ SERIES:
MANUAL START with key contact, Hours counter.
Engine protection for: Low oil pressure,High temperature, Battery charge defects
As option Solenoid.

DIESEL

A: AIR

AA: AIR/OIL COOLED

A0: OIL COOLED

REFRIGERATION:

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=14&c=MB2022&i=I


15MOTORPUMPS

BDMR-013-AP/LB

ENGINE + 
PUMP

ON SKID  
WITHOUT TANK

SKID  
WITH TANK

ENGINE R.P.M. HP Refrig. Num
Cylind

Cylind.
c.c. L/h IN OUT CODE CODE CODE

F3L912 1.500 38 A 3 3.230 5,4 125 100 BDC-R-025-P/L BDC-R-025-P/LB BDC-R-025-P/LD

F4L2011 1.500 39 AA 4 3.110 5,7 125 100 BDLC-R-025-P/L BDLC-R-025-P/LB BDLC-R-025-P/LD

F4M2011 1.500 46 AO 4 3.110 6,1 125 100 BDMC-R-025-P/L BDMC-R-025-P/LB BDMC-R-025-P/LD

F3L912 1.800 45 A 3 3.230 6,7 100 80 BDC-010-AP/L BDC-010-AP/LB BDC-010-AP/LD

F4L2011 1.800 46 AA 4 3.110 6,9 100 80 BDLC-010-AP/L BDLC-010-AP/LB BDLC-010-AP/LD

F4M2011 1.800 40 AO 4 3.110 6,3 100 80 BDMC-010-AP/L BDMC-010-AP/LB BDMC-010-AP/LD

F4L912 1.800 61 A 4 4.310 9,1 100 80 BDC-012-AP/L BDC-012-AP/LB BDC-012-AP/LD

BF4L2011 1.800 61 AA 4 3.110 9 100 80 BDLC-012-AP/L BDLC-012-AP/LB BDLC-012-AP/LD

F4L912 1.800 61 A 4 4.310 9,1 125 100 BDC-R-028-P/L BDC-R-028-P/LB BDC-R-028-P/LD

BF4L2011 1.800 61 AA 4 3.110 9 125 100 BDLC-R-028-P/L BDLC-R-028-P/LB BDLC-R-028-P/LD

BF4M2011 1.800 54 AO 4 3.110 8,4 125 100 BDMC-R-028-P/L BDMC-R-028-P/LB BDMC-R-028-P/LD

F4L912 1.500 52 A 4 4.310 7,3 150 125 BDC-R-030-P/L BDC-R-030-P/LB BDC-R-030-P/LD

BF4L2011 1.500 51 AA 4 3.110 7,6 150 125 BDLC-R-030-P/L BDLC-R-030-P/LB BDLC-R-030-P/LD

BF4M2011 1.500 54 AO 4 3.110 7,9 150 125 BDMC-R-030-P/L BDMC-R-030-P/LB BDMC-R-030-P/LD

F6L912 1.800 91 A 6 6.470 13,6 100 80 BDC-020-AP/L BDC-020-AP/LB BDC-020-AP/LD

BF4M2011C 1.800 82 AO 4 3.110 12,2 100 80 BDMC-020-AP/L BDMC-020-AP/LB BDMC-020-AP/LD

F6L912 1.800 91 A 6 6.470 13,6 125 100 BDC-R-035-P/L BDC-R-035-P/LB BDC-R-035-P/LD

BF4M2011C 1.800 82 AO 4 3.110 12,2 125 100 BDMC-R-035-P/L BDMC-R-035-P/LB BDMC-R-035-P/LD

F6L912 1.800 91 A 6 6.470 13,6 150 125 BDC-R-040-P/L BDC-R-040-P/LB BDC-R-040-P/LD

BF4M2011C 1.800 82 AO 4 3.110 12,2 150 125 BDMC-R-040-P/L BDMC-R-040-P/LB BDMC-R-040-P/LD

EQUIPMENT DEUTZ

DIESEL

A: AIR

AA: AIR/OIL COOLED

A0: OIL COOLED

REFRIGERATION:

Access to Online Prices

MODEL BDC- BDLC-BDMC- R are equiped with :
Bearing support
Elastic coupling
Diesel engine with lliquids and industrial mufler.
Motorpumps at 1800 r.p.m must operate at this speed as maximum
 
OPTION ENGINE+PUMP:
Monoblock Engine+pump
Control panel according with each MODEL
Battery and wiring
 
OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster paint powder.
Kit battery and wiring
Fuel TANK NOT included
No incluye TANK de gasoil.

OPTION WITH ON SKID WITH TANK:
Skid with intetgrated TANK
TANKs capacities: 80L for till F4L-M,300L F3/4L912 & BF4L-M2011.
375L remaining MODELs
Fuel lever indicator and alarm

CONTROL PANEL MANUAL START DEUTZ SERIES:
MANUAL START with key contact, Hours counter.
Engine protection for: Low oil pressure,High temperature, Battery charge defects
As option Solenoid.

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=15&c=MB2022&i=I


16 MOTORPUMPS

FOR OTHER FLOWS & PRESSURES CONTACT US.
FOR SPECIAL EQUIPEMENT & DESIGNS CONTACT US.

CURVES HEAD (Meters)
MODEL RPM 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90

 BR/BC-640-MP05 2300 100 92 75 40

M
3 / H

 BR/BC-640-MP10 2600 142 110 55

 BR/BC-640-MP12 3000 145 120 77

BR-820-BP05 2000 132 95

BR-820-MP02 2000 44 36 24

BR-820-MP09 2000 105 90 66

BR-820-MP15 2000 95 81 50 30

BR-820-AP09 2000 54 43 31

BR-820-BP10 2300 145 110

BR-820-AP25 2300 90 78 56

BR-820-AP30 2300 106 85 50

BR-820-AP05 2300 52 48 42 33 14

BR-820-AP20 2300 52 42 24

BR-820-MP20 2600 112 103 85 70

BR-820-MP24 2600 150 115

BR-820-AP44 2600 95 82 66 40

BR-820-AP35 2600 53 48 40 32

BR-820-AP40 2600 59 52 40 20

 BR/BC-625-BP05 2000 160 145 115

 BR/BC-625-AP20 2000 87 72 48

 BR/BC-625-AP10 2000 56 52 49 44 40 34 26 12

 BR-625-AP15 2000 81 75 68 57 42

 BR/BC-625-MP05 2300 151 141 124 102 69

 BR-625-AP35 2300 100 90 76 54

 BR/BC-625-AP30 2300 86 82 74 64 52 38

 BR/BC-625-AP25 2300 56 52 48 44 38 32 20

 BR/BC-625-MP10 2600 160 150 135 118 90

 BR/BC-625-AP40 2600 56 52 50 46 41 36 28

 BR/BC-625-MP20 3000 160 148 132 111 84

 BR/BC-625-AP50 3000 98 86 66 30

 BR-626-AP05 2300 145 132 105 55

 BR-626-AP10 2600 140 111 70

CURVES
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CURVES M3/H

MODEL RPM 165 180 210 240 270 300 330 360 420 480 540 600 660 720 840 900 1020
005-BP 2.000 26 25 25 24 22 21 18

HEAD (m
)

010-BP/L Rov 1.800 22 21 21 21 21 20 19 17

010-BP/L Cap 1.750 29 25 24 23 20 17

015-BP/L 1.800 22 22 21 21 20 19 17 16 12,3

CURVES M3/H
MODEL RPM 48 54 60 66 72 84 96 108 120 132 144 150 165 180 195 210 225 240 255 270
005-P/L 1.800 51 41 41 40 40

HEAD (M
eters)

010-P/L 1.800 51 51 50 50 49 46 45 44

015-P/L 1.800 57 56 55 55 54 54 53 50 47 44

028-P/L 1.800 55 54 53 52 52 50 48 46 42

035-P/L 1.800 82 81 81 80 80 76 78 77 74

040-P/L 1.800 65 65 64 63 62 61 59 57

010-AP/L 1.800 73 73 73 72 71 69 66 63 59 56 52

012-AP/L 1.800 96 95 95 93 93 91 88 85 81 77 72

020-AP/L 1.800 138 137 136 135 134 131 127 122 116 110 108

CURVES M3/H  

MODEL RPM 48 54 60 66 72 84 96 108 120 132 150 165 180 195 210 225 240 255 270
025-P/L 1.500 41 40 39 38 37 36 34 31 30

HEAD030-P/L 1.500 42 42 41 40 38 37 35 33 22

CURVES M3/H

MODEL RPM 24 30 36 42 48 54 60 66 72 84 96 108 120 132 144
010-AP 2.000 68 68 67 66 65 62 60 57

HEAD (m
)

013-AP 2.000 95 94 93 91 88 85 81 77 73 65

015-P 2.000 42 42 41 40 39 37 35 28 27

020-P 2.000 62 61 61 60 58 55

CURVES

FOR OTHER FLOWS & PRESSURES CONTACT US.
FOR SPECIAL EQUIPEMENT & DESIGNS CONTACT US.
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ENGINE 4LD820 9LD625,2 11LD626,3

R.P.M. 1.800 3.000 1.800 3.000 1.800 3.000

POWER 8,3 Kw 
11,25 H.P.

13 Kw 
17,7 H.P.

14 Kw 
19 H.P.

20,6 Kw
28 H.P.

20 Kw
27 H.P.

31 Kw
 42 H.P.

SKID GPLD-820/L GPLD-820 GPLD-625,2/L GPLD-625,2 GPLD-626,3/L GPLD-626,3

FLANGED
PUMP

5905051001 5905051011 5905051061 5905051071 5905051081 5905051091

5905051002 5905051012 5905051062 5905051072 5905051082 5905051092

BARE SHAFT

PUMP+TANK GPLD-820/LD GPLD-820/D GPLD-625,2/LD GPLD-625,2/D GPLD-626,3/LD GPLD-626,3/D

FLANGED
PUMP

5905051005 5905051015 5905051065 5905051075 5905051085 5905051095

5905051006 5905051016 5905051066 5905051076 5905051086 5905051096

BARE SHAFT

POWER PACKS WITH AIR COOLED ENGINES FOR
BARE SHAFT OR FLANGED PUMPS

COMMON EQUIPEMENTS:
Supports for engine. Supports for bare shaft or flanged pumps acoording with each 
model.
Polyster paint in powder.
Battery , wiring and battery -by pass
Elastic coupling engine-pump with protections
Diesel engine with lliquids and industrial mufler.
Manual control panel with engine protection,Hours counter, Low oil pressure 
protection,High temperature, Batterry charge faillure( as option).
 
Motorpumps at 1800 r.p.m must operate at this speed as maximum

POWER PACK

OPTION TRAILER

OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster paint powder WITHOUT 
Fuel tank.

OPTION ON SKID WITH TANK:
Skid with intetgrated tank, with fixing plates to the floor. Mechanical fuel level indicator 
with Stop alarm for low level. Tank capacity 80 liters till LDW & KDI 2504 , 300 liters for 
remaining models.

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=18&c=MB2022&i=I
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POWER PACKS WITH WATER COOLED ENGINES FOR  
BARE SHAFT OR FLANGED PUMPS

ENGINE KDI-1903 LDW-2204 KDI-1903 KDI-2504

R.P.M. 1.800 3.000 3.000 1.800 2.600 1.800 2.600

POWER 18,5 Kw 
25 H.P.

30 Kw
41 H.P.

38 Kw
52 H.P.

22 Kw
30 H.P.

30 Kw
 41 H.P.

30 Kw
40,8 H.P.

36 Kw
49 H.P.

SKID GPLW-1603/L GPLW-1603 GPLW-2204 GPL-1903-L GPL-1903 GPL-2504-L GPL-2504

FLANGED
PUMP

5905051551 5905051561 5905051581 5905051591 5905051601 5905051611 5905051621

5905051552 5905051562 5905051582 5905051592 5905051602 5905051612 5905051622

BARE SHAFT

PUMP+TANK GPLW-1603/LD GPLW-1603/D GPLW-2204/D GPL-1903-LD GPL-1903-D GPL-2504-LD GPL-2504-D

FLANGED
PUMP

5905051555 5905051565 5905051585 5905051594 5905051605 5905051615 5905051625

5905051556 5905051566 5905051586 5905051595 5905051606 5905051616 5905051626

BARE SHAFT

COMMON EQUIPEMENTS:
Supports for engine. Supports for bare shaft or flanged pumps acoording with each 
model.
Polyster paint in powder.
Battery , wiring and battery -by pass
Elastic coupling engine-pump with protections
Diesel engine with lliquids and industrial mufler.
Manual control panel with engine protection,Hours counter, Low oil pressure 
protection,High temperature, Batterry charge faillure( as option).
Motorpumps at 1800 r.p.m must operate at this speed as maximum

GPLD-625.2

OPTION OF CLUTCH
OPTION ANALOGIC PLUS CONTROL PANEL

ENGINE KDI-2504-T3 KDI-2504-T4 KDI-3404TM

R.P.M. 1.500 1.500 1.800 1.500

POWER 31 Kw 
41 H.P.

41 Kw
55 H.P.

36 Kw
48 H.P.

61 Kw
81 H.P.

SKID GPL-2504TM-L GPL-2504TM-L GPL-2504TM-L GPL-3404TM-L

FLANGED
PUMP

5905051631 5905051651 5905051661 5905051691

5905051632 5905051652 5905051662 5905051692

BARE SHAFT

PUMP+TANK GPL-2504TM-LD GPL-2504TM-LD GPL-2504TM-LD GPL-3404TM-LD

FLANGED
PUMP

5905051635 5905051655 5905051665 5905051695

5905051636 5905051656 5905051666 5905051696

BARE SHAFT

POWER PACK

OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster paint powder  
WITHOUT Fuel tank
 
OPTION ON SKID WITH TANK:
Skid with intetgrated tank, with fixing plates to the floor. Mechanical fuel level indicator 
with Stop alarm for low level. Tank capacity 80 liters till LDW & KDI 2504 , 300 liters for 
remaining models.

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
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POWER PACKS WITH WATER COOLED ENGINES FOR BARE SHAFT OR FLANGED PUMPS

ENGINE D-229,3 D-229,4 D-229,6

R.P.M. 1.800 2.500 1.800 2.500 1.800 2.500

POWER 37 Kw
50 H.P.

40 Kw
55 H.P.

49 Kw
67 H.P.

54 Kw
73 H.P.

73 Kw
99 H.P.

81 Kw
110 H.P.

SKID GPMW-229.3/L GPMW-229.3 GPMW-229.4/L GPMW-229.4 GPMW-229.6/L GPMW-229.6

FLANGED
PUMP

59055102501 5905102511 5905102531 5905102541 5905102561 5905102571

5905102502 5905102512 5905102532 5905102542 5905102562 5905102572

BARE SHAFT

PUMP+TANK GPMW-229.3/LD GPMW-229.3D GPMW-229.4/LD GPMW-229.4D GPMW-229.6/LD GPMW-229.6D

FLANGED
PUMP

5905102505 5905102515 5905102535 5905102545 5905102565 5905102575

5905102506 5905102516 5905102536 5905102546 5905102566 5905102576

BARE SHAFT

ENGINE TD-229,6 6,10-T 6,10-TCA

R.P.M. 1.800 2.500 1.800 2.500 1.800 2.500

POWER 101 Kw
137 H.P.

114 Kw
155 H.P.

132 Kw
180 H.P.

132 Kw 
180 H.P.

158 Kw 
215 H.P.

158 Kw 
215 H.P.

SKID GPMW-T229.6/L GPMW-T229.6 GPMW-6.10-T/L GPMW-6.10-T GPMW-6.10-TCA/L GPMW-6.10-TCA

FLANGED
PUMP

5905102581 5905102591 5905103021 5905103031 5905103041 5905103051

5905102582 5905102592 5905103022 5905103032 5905103042 5905103052

BARE SHAFT

PUMP+TANK GPMW-T229.6/LD GPMW-T229.6D GPMW-6.10-T/LD GPMW-6.10-T/D GPMW-6.10-TCA/LD GPMW-6.10-TCA/D

FLANGED
5905102585 5905102595 5905103025 5905103035 5905103045 5905103055

5905102586 5905102596 5905103026 5905103036 5905103046 5905103056

BARE SHAFT

POWER PACK

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
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POWER PACKS WITH WATER COOLED ENGINES FOR BARE SHAFT OR FLANGED PUMPS

ENGINE
4,12-T 4,12-TCA 4,12-TCA

7,2-P 7,2-P
4,8-P-T 4,8-P 4,8-P

R.P.M. 1.800 1.800 1.800 1.800 2.300 1.800 2.300

POWER 65 Kw
88 H.P.

85 Kw
115 H.P.

103 Kw
141 H.P.

120 Kw
171 H.P.

127 Kw
171 H.P.

140 Kw
190 H.P.

151Kw
202H.P.

SKID GPMX-4,8-88/L GPMX-4,8-115/L GPMX-4,8-141/L GPMX-7,2-171/L GPMX-7,2-171 GPMX-7,2-190/L GPMX-7,2-202

FLANGED
PUMP

5905103201 5905103261 5905103231 59055103301 5905103311 5905103331 5905103341

5905103202 5905103262 5905103232 5905103302 5905103312 5905103332 5905103342

BARE SHAFT

PUMP+TANK GPMX-4,8-88/LD GPMX-4,8-115/LD GPMX-4,8-141/LD GPMX-7,2-171/LD GPMX-7,2-171/D GPMX-7,2-190/LD GPMX-7,2-202/D

FLANGED
PUMP

5905103205 5905103265 5905103235 5905103305 5905103315 5905103335 5905103345

5905103206 5905103266 5905103236 5905103306 5905103316 5905103336 5905103346

BARE SHAFT

ENGINE 7,2-P 7,2-P 7,2-P 7,2-P

R.P.M. 1.800 2.300 1.800 2.300 1.800 1.800

POWER 140 Kw
190 H.P.

151Kw
202H.P.

156 Kw
216 H.P.

172 Kw
230 H.P.

180 Kw
240 H.P.

198 Kw
265 H.P.

SKID GPMX-7,2-190/L GPMX-7,2-202 GPMX-7,2-216/L GPMX-7,2-130/L GPMX-7,2-240/L GPMX-7,2-256/L

FLANGED
PUMP

5905103331 5905103341 5905103361 5905103371 5905103381 5905103401

5905103332 5905103342 5905103362 5905103372 5905103382 5905103402

BARE SHAFT

PUMP+TANK GPMX-7,2-190/LD GPMX-7,2-202/D GPMX-7,2-216/LD GPMX-7,2-130/LD GPMX-7,2-240/LD GPMX-7,2-256/LD

FLANGED
PUMP

5905103335 5905103345 5905103365 5905103375 5905103385 5905103405

5905103336 5905103346 5905103366 5905103376 5905103386 5905103406

BARE SHAFT

POWER PACK

Supports for engine. Supports for bare shaft or flanged pumps acoording with each 
model. Polyster paint powder. Battery , wiring and battery -by pass Elastic coupling 
engine-pump with protections Diesel engine with lliquids and industrial mufler

OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster paint powder 
WITHOUT Fuel tank. 

OPTION ON SKID WITH TANK:
Skid with intetgrated tank, with . Electric fuel level indicator with alarm Tank capacities: 
300 Liters for D-229.3/4 series, 375 Liters D/TD-229.6 and 4.8T , 510 remaining mod-
els. Decanter prefilter for fuel starting D-229.6 and above 

CUADRO ARRANQUE MANUAL SERIE MWM D-229.X Y X.10:
Manual start with key contact, Hours counter,Temperature gauge meter, Tachometer 
gauge Engine protection for: Low oil pressure,High temperature, 
Led indicator including Battery charge defects Push button Stop

AUTOMATIC CONTROL PANEL NANO SERIES 4.8/7.2 MWM-MAXXFORCE:
Automatic & manual start by contact .On Screen display parameters: r.p.m, oil pressure, 
temperature, battery charge, hours-counter ( as option Water pressure ), Fuel level ( 
equipments with fuel tank) Engine protection for: Low oil pressure,High temperature, 
Led indicator including Battery charge defects, Low water pressure ( as option), Low 
Fuel level ( equipement with fuel tank), Low & High engine speed r.p.m. Emergency push 
button Stop.

Access to Online Prices

EQUIPMENTS POWER-PACK MWM

https://carod.es/tarifas/login.php?p=36&c=G2021
https://carod.es/tarifas/login.php?p=21&c=MB2022&i=I
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POWER PACKS WITH AIR COOLED ENGINES FOR
BARE SHAFT OR FLANGED PUMPS

ENGINE F3L912 F4L912 F6L912 F6L914 BF6L914 BF6L914C

R.P.M. 1.800 2.500 1.800 2.500 1.800 2.500 2.500 2.500 2.500

POWER 34 Kw 
46 H.P.

41 Kw
56 H.P.

46 Kw
63 H.P.

56 Kw 
76 H.P.

69 Kw
94 H.P.

84Kw
114 H.P.

99 Kw
134 H.P.

141 Kw
192 H.P.

156 Kw
212 H.P.

SKID GPD-F3L912/L GPD-F3L912 GPD-F4L912/L GPD-F4L912 GPD-F6L912/L GPD-F67L GPD-F6L914 GPD-BF6L914 GPD-BF6L914C

FLANGED
PUMP

5905151301 5905151311 5905151321 5905151331 5905151341 5905151351 5905151431 5905151451 5905151471

5905151302 5905151312 5905151322 5905151332 5905151342 5905151352 5905151432 5905151452 5905151467

BARE SHAFT

PUMP+TANK GPD-F3L912/LD GPD-F3L912/D GPD-F4L912/LD GPD-F4L912/D GPD-F6L912/LD GPD-F67L/D GPD-F6L914/D GPD-BF6L914/D GPD-BF6L914C/D

FLANGED
PUMP

5905151305 5905151315 5905151325 5905151335 5905151345 5905151355 5905151435 5905151455 5905151465

5905151306 5905151316 5905151326 590515133 6 5905151346 5905151356 5905151436 5905151456 5905151466

BARE SHAFT

GPD-F4L

OPTION TRAILER

POWER PACK

Access to Online Prices
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ENGINE F2L2011 F3L2011 F4L2011

R.P.M. 1.800 2.500 1.800 2.500 1.800 2.500

POWER 15 Kw
20 H.P.

23 Kw
31 H.P.

23 Kw
31 H.P.

34Kw
46 H.P.

47 Kw
54 H.P.

47 Kw
54 H.P.

SKID GPD-F2L/L GPD-F2L GPD-F3L/L GPD-F GPD-F4L/L GPD-F4L

FLANGED
PUMP

5905151501 59055151511 5905151531 5905151541 5905151551 5905151561

5905151502 59055151512 5905151532 5905151542 5905151552 5905151562

BARE SHAFT

PUMP+TANK GPD-F2L/L GPD-F2L/LD GPD-F3L/LD GPD-F3L/D GPD-F4L/LD GPD-F4L/D

FLANGED
PUMP

5905151505 5905151515 5905151535 5905151545 5905151555 5905151565

5905151506 5905151516 5905151536 5905151546 5905151556 5905151566

BARE SHAFT

ENGINE F2M2011 F3M2011 F4M2011 BF4M2011 BF4M2011C

R.P.M. 1.800 1.800 1.800 1.800 1.800

POWER 15 Kw
20 H.P.

23 Kw
31H.P.

34 Kw
46 H.P.

45 Kw 
61 H.P.

60 Kw 
82 H.P.

SKID GPD-F2M/L GPD-F3M/L GPD-F4M/L GPD-BF4M/L GPD-BF4MC/L

FLANGED
PUMP

5905151901 5905151921 5905151941 5905151961 5905151981

5905151902 5905151922 5905151942 5905151962 5905151982

BARE SHAFT

PUMP+TANK GPD-F2M/LD GPD-F3M/LD GPD-F4M/LD GPD-BF4M/LD GPD-BF4MC/LD

FLANGED
PUMP

5905151905 5905151925 5905151945 5905151965 5905151985

5905151906 5905151926 5905151946 5905151966 5905151986

BARE SHAFT

Supports for engine. Supports for bare shaft or flanged pumps aco-
ording with each model. Polyster paint powder. Battery , wiring and 
battery -by pass Elastic coupling engine-pump with protections Die-
sel engine with lliquids and industrial mufler.

OPTION ON SKID:
Frame mounting made of steel welded and painted with polyster 
paint powder WITHOUT Fuel tank. Battery and wiring

OPTION WITH ON SKID WITH TANK:
Skid with intetgrated tank, with . Electric fuel level indicator with 
alarm Tank capacities: 80 Liters till F4L-M series, 300 Liters for 

F3/4L912/914 and BF4L-M2011 series, 375 Liters for F6L912/914 
, 510 remaining models.
 
CONTROL PANEL MANUAL START DEUTZ SERIES:
Manual start with key contact, Hours counter Engine protection for: 
Low oil pressure,High temperature, Led indicator including Battery 
charge defects In option Solenoid.

EQUIPMENTS POWER-PACK DEUTZ

OIL COOLED ENGINES

AIR / OIL COOLED ENGINES

POWER PACK

Access to Online Prices

https://carod.es/tarifas/login.php?p=36&c=G2021
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CODE DESCRIPTION
ENGINES KOHLER LOMBARDINI   REFRIG.  AIR

95982081 Manual LDW KOHLER - LOMBARDINI air with solenoid

95982082 Automatic nano MAX-KOHLER - LOMBARDINI air with solenoid

ENGINES DEUTZ-MWM-FTP-MAXFORCE  

95982085 Automatic nano

82330810 Kit GSM 12V

95982095 Water pump Low Pressure Protection kit

95982096 Water pump High Pressure Protection kit

95982084 Automatic Pannel Drive PLUS

95982086 Time control panel CM-250

95982077 Manual Analogic panel

CONTROL PANELS WITH PROTECTIONS

CODE DESCRIPTION
KIT ALTERNATOR 2ND PTO

95982031 10 Kva-400V

95982041 16 Kva-400V

CODE DESCRIPTION
PRIMING PUMP SYSTEM

95982035 Manual

95982036 Manual Venturi

CODE DESCRIPTION
STOP SOLENOID INSTALLED

82353  Serie 15LD NC

462010 Serie 3LD-4LD NC

462033  Serie 25LD NC

462034 Serie 12LD NC

462035 Serie 9LD NC

462040 Serie 11LD NC

CODE DESCRIPTION
KIT ACCELERATOR CONTROL 12V

95982110 IMPULSE

95982120 0-5V

CODE DESCRIPTION
ELECTRONIC REGULATION KIT

66859410 229-X/X,10/X,12

66859420 4,10-N/T

66856425 4,8 - X,12/7,2-p

MANUAL CONTROL PANEL FOR KOHLER-LOMBARDINI AIR COOLED:
Manual start with Key contact, Hours counter,Engine stop for: Low oil pressure,High temperature, Battery charge faillure as option Solenoid

AUTOMATIC CONTROL PANEL NANO KOHLER-LOMBARDINI AIR COOLED:
Automatic & MANUAL START by contact .On Screen display parameters: r.p.m, oil pressure, temperature, battery charge, hours-counter ,Water pressure ( as option), Fuel level ( equip-
ments with fuel TANK) Engine protection for: Low oil pressure,High temperature,Led indicator including Battery charge defects, Low/high water pressure ( as option), Low Fuel level
 (equipements with fuel TANK), Low & High engine speed r.p.m. Emergency push button Stop.

TIMER CONTROL PANEL CM-250:
Manual start with Key contact, Programmable Time of use .On Screen display parameters: Water pressure, temperature,r.p.m,Fuel level ( equipments with fuel tank) , battery charge,
hours-counter .Hours counter,oil pressure. Engine stop for: Low oil pressure,High temperature, Battery charge faillure, Low fuel level( equipments with fuel tank),Low water pressure. 

GSM AUTOMATIC CONTROL PANEL:
Automatic & manual start by contact .On Screen display parameters: r.p.m, oil pressure, temperature, battery charge, hours-counter , Water pressure, Fuel level ( equipments with
fuel tank) Engine Stop for: Low oil pressure,High temperature, Battery charge faillure , Low water pressure , Low Fuel level ( equipements with fuel tank), Low & High engine speed
r.p.m. Emergency push button Stop. Start by mobile phone ( SIM card not included). Control of engine speed ( r.p.m) according with water pressure

ANALOGIC PLUS MANUAL PANEL:
Manual start with Key contact, Hours counter,Engine stop for: Low oil pressure,High temperature, Battery charge faillure, Low Fuel level ( equipements with fuel gauge),
Visual Indicators:r.p.m gauge,oil pressure gauge,temperature gauge, battery charge ,fuel level gauge ( equipements with fuel tank)

CODE DESCRIPTION
KIT BATTERY + WIRING

28391 44 Ah

28392 70 Ah

28393 100 Ah

28395 135 Ah

CM-250

ANALOGIC PLUS

MANUAL
LDW

OPTION FUEL GAUGE

AUTOMÁTIC NANO

ACCESORIOS ELECTRICOS

ANY OTHER OPTION CONSULT US

Access to Online Prices
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CODE SERIE ENGINE CODE
KIT TRAILER NOT STANDARIZED 
RING ATTACHEMENT; 4 FOLDING AND ROTATING SUPPORTS

PROTECTION
ROOF

95983005 1500 Kohler aire 95982010

Kohler agua 2504M

Deutz F4L-F4M

95983008 1800 KDI-2504T-3404T 95982013

MWM D-229,3/4

Deutz F3L/F4L912

Deutz BF4L-BF4M

95983010 2150 MWM D/TD-229,6 95982018

MWM 4,8-P

Deutz F6L912/914

95983015 2400 MWM X.10 95982022

Maxxforce 7,2-P

Deutz BF6L914-C

CODE DESCRIPTION Ø APPLICATION
RADIAL PTO WITH BEARING

66822413 LDW-1003/1404 40 SAE-5 6" 1/2

66822415 LDW-KDI-9LD-11LD 40 SAE-4 7" 1/2

66822420 KDI-2504T-3404T 50 SAE-3 11" 1/2

668225 D-229,3/4/6-TD 50 D-229,3/4/6-TD

668230 TD-229/4,10-NA 50 TD-229/4,10-NA

668231 4,8-P 50 4,8-P

668235 6,10-T/TCA 50 6,10-T/TCA

66823510 7,2-P Cons. 7,2-P

CODE DESCRIPTION APPLICATION BUTTRESS
BEARING

MANUAL INDUSTRIAL CLUTCH

66820215 9-11LD/LDW/KDI SAE-4 7" 1/2
66820101

668210 KDI-2504T-3404T SAE-3 11" 1/2

668205 D-229,3/4 SAE-3 10"

668201668210 D-229,6/4,10/4,8-P SAE-3 11" 1/2

668215 4,8-P/TD/6,10 SAE-3 11" 1/2

66821502 7,2-P-126/140Kw SAE-2 11" 1/2

668201030
66821508 7,2-P-156Kw SAE-2 11" 1/2

66821509 7,2-P-198Kw SAE-2 11" 1/2

66821516 NGD-9,3 SAE-1 14"

CODE DESCRIPTION APPLICATIONS

FRAMES SKIDS WITHOUT TANK  SERIE KOHLER-LOMBARDINI

28.500000510 Tubular frame gasoline HONDA-KOHLER

28.500000500 Tubular frame 15LD

28.300200500 Skid 4LD - 9LD - 11LD

28.300200700 Frame with TANK 80 ltrs KOHLER
TANK 80 LTRS SKID 4LD-9LD-11LD

OPTION TRAILER

OPTION TRAILER AND ROOF

TUBULAR FRAME

MECHANICAL ACCESORIES

Access to Online Prices
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VERY IMPORTANT:
Due to the continuous variation of prices from our suppliers, we are not able to set a long-term tariff. 

In order to ensure the best price for our products, we have decided to transfer the prices of this tariff on our website.
 
On each page you will find a QR code or a PDF link, with which you can access the updated prices and the requested page. 
To access this function, you must enter your NIF / CIF / VAT number and the customer code.
If you are not a customer, please send us a request to open a customer account for you  and be able to consult our updated prices.

QR readers are two-dimensional barcode reading applications that use your smart phone’s camera to its reading.
If your mobile does not have a QR reader, you can download the app from Google Play, or in the case of IOS AppStore systems.
Once you have read the code, the application will allow you to open a link in the browser directly to the page where you have scScanned the 
code, identified as a customer, you will see the prices of this page, being able to re-read another code, or navigate between the remaining 
PDFpages of the tariff.

WARRANTY CONDITIONS
1. TALLERES CAROD, S.L.: offers a guarantee on its CAROD brand products for a period of 12 months from the date of delivery with following limitations 
concerning hours of use:  

 - 400 hours for portable gasoline and diesel generators at 3000 rpm
 - 2000 hours for generator sets of 1500/1800 rpm 

Ensuring that the power load will not be greater than the continuous power - In cases where our machines do not have hour meters, it is considered that 
these work 8 hours per calendar day. 

2. In the aforementioned terms TALLERES CAROD, S.L undertakes to: - Provide free of charge all spare parts which, in its judgment or judgment of one of 
its authorized service centers have manufacturing or raw material defects - and repair the products in its authorized service centers or, or  in its factories if 
there no authorized service near to the customer 

3. TALLERES CAROD, S.L does not take any responsibility for damages, direct or indirect losses and costs deriving from misuse or inherent use during the 
immobilization of product. 

4. The warranty is not recognized and any commitment of TALLERES CAROD, S.L is canceled when the failure is due to: - Installation faults or incorrect 
application - Non-compliance Instructions recommended by TALLERES CAROD, S.L in the maintenance manuals for generators, motors, alternators or other 
components. TALLERES CAROD, S.L has the maintenance kits and original spare parts to properly perform the maintenance of these products. The customer 
must demonstrate the good and correct maintenance of filters - Arbitrary alteration of the electrical connections made by TALLERES CAROD, S.L - Normal 
wear (bearings, mechanical closures, etc.) – Installations and repairs carried out by unauthorized persons or even handymen - Use of spare parts other 
than those of the original components of our machines – Use generators  outside load limits, inclination and temperatures established and published by 
TALLERES CAROD, S.L. or use of protective equipment not in accordance with the conditions working environments without having been notified in writing 
by TALLERES CAROD, S.L. 

-Parts and components from other suppliers, such as water pumps, alternators electrical panels and their components, controllers, and also various motors 
that make up our finished products in these cases, the recognized guarantees are granted respectively by their own manufacturers which usually have 
official worldwide. 

5. The warranty repairs are carried out ex works our factory or assistance center authorized by TALLERES CAROD, S.L
 
6. Cost of Machines transport  to the authorized assistance center , Dismantling and reassembly of the engine ,Transport of spare parts necessary to carry 
out such repairs  , Consumable materials during the repair (filters, oils, lubricants etc.) are a the expenses of the customer.
 
7. Repair and substitute material no longer extend the warranty period.
 
8. Disputes: in the event of a dispute over the interpretation of the TALLERES CAROD warranty conditions, S.L reserves all rights to choose the places of 
jurisdiction.
 
9. This warranty cancels and replaces any other expressed or explicit warranty and may only be modified in writing.

IMPORTANT: The warranty will be voided immediately if the customer does not pay these due invoices.

PDF
This PDF file contains links at the top of the QR code, if you are reading this file, you can simply click on the title red: “Access to online prices” 
to be directed to the web and to be able to consult the prices of the page.
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GENERATOR SETS COMPRESSORS

HP CLEANERS HEATERS MWM   ENGINES / SPARE PARTS

 OTHER PRODUCTS

Always available on the web: we offer news, updated information about our PRODUCTS,
Technical sheets, manuals and catalogs prepared to be downloaded or sent by email.

CAROD NETWORK
WWW.CAROD.ES




